
100 Series Assembly Manual; 15 min to read saves 2 hours of frustration! 

       
1. Lay out door frames, lay top and bottom            2.  Install B1 brackets; start by fastening #12          3.Make sure ǾŜǊǘƛŎŀƭǎ ŀǊŜ ά¢έ ǘƻǇ ά.έ ōƻǘǘom &  
/Ωǎ ǎƻ нέ ƭƻƴƎ ŜƴŘ ƻŦ / ƛǎ ǘƻǿŀǊŘǎ ƧŀƳō ŀƴŘ              screws in verticals and 5/16 bolts and nuts thru    arrow towards ground during assembly.  Make 
Latch handle is towards center.  Lay out top             C Channel. Screw brackets on first then bolts         sure inside is flush before tightening bolts. 
/Ωǎ ǎƻ ǘǊƻƭƭŜȅ ƘƻƭŜǎ ŀǊŜ ǘƻǿŀǊŘǎ ǘƘŜ ƎǊƻǳƴŘ             (this is a picture of top corner of door)                      (this is a picture of bottom latch side) 
 

            
4. This is the jamb side of the door bottom C.  This    5. Install the B2 trolley hanger bracket in line       6. Install Girts; line up with pre-drilled holes  
Is Where roller guide bearing will be fastened to        with hole on top C using 4) #10 screws.                 on verticals, fasten with 4 #10 self-drill screws 
                                                                                              Insert trolley with B20 adjustment Washer            BE CAREFULL NOT TO OVER-DRIVE SCREWS,  
                                                                                              & ǎǘŀƴŘŀǊŘ ѹέ ƴǳǘ                                                       ¢I9¸ ²L[[ {b!tΦ  рκуέ ƘƻƭŜǎ ƴŜŜŘ ǘƻ ōŜ  
                                                                                                                                                                                      Towards latch side and down for latch rod 

           
7. Install latch mechanism so latch handle is down    8. This is another view of latch mechanism,     9. Start metal on latch side, rip off first rib. steel 
And Exterior handle mount bracket hole is towards   install rod by removing cotter pin and slide     should be flush with top and 1 1/2ά ǳǇ from  
Top of door frame (picture is top looking down)        rod over  handle. Install flat washer then re-     bottom.  Install Bottom J trim flush with outside 
                                                                                             Install cotter pin with pliers                                   vert.  bƻ Ǌƛō ǎƘƻǳƭŘ ōŜ ŎƭƻǎŜǊ ǘƘŀƴ пέ from edge  
                                                                                                                                                                               & there needs to be a flat for exterior handle area 

         
10. Before fastening steel measure outside            11. Fasten Steel in flats beside each rib on all     12. Mark girts on top half of top girts and bottom  
Corner Of vertical diagonally to outside corner      ƘƻǊƛȊƻƴǘŀƭ ŦǊŀƳŜǎΣ Řƻ ƴƻǘ ǎŎǊŜǿ ŀƭƻƴƎ ǊƛǇǇŜŘ     ƘŀƭŦ ƻŦ ōƻǘǘƻƳ ƎƛǊǘ ǎƻ ǎŎǊŜǿǎ ŀǊŜƴΩǘ ǎŜŜƴ ƛƴǎƛŘŜ 
Top to Bottom To make sure door is square           edge of steel.  Install screws on bottom C as        Chalk lines across frame.  Install as many screws                                             
Ripped edge of steel overlaps vertical frame          As high as possible                                                    You can reach.  DO NOT WALK OR LAY ON DOOR     



           
13. Drill and cut hole for exterior handle       14. Install vertical frame cover; inside & bottom gets    15. Back side top of vertical frame cover needs  
Through steel                                                        ƴƻǘŎƘŜŘ п ѻέ Ȅ мέ ǘƻ Ǝƻ ŀǊƻǳƴŘ ōƻǘǘƻƳ C on jamb       ǘƻ ōŜ Ŏǳǘ ŀǘ ŀƴ ŀƴƎƭŜ оέ ǎƻ ǘǊƛƳ ŘƻŜǎƴΩǘ ŎŀǘŎƘ  
                                                                                End, and accept center guide. Cut flush with top of      header.  Bottom inside of vertical frame cover 
                                                                                door, fasten at bottom, top, and at each girt. Install     needs to be notched slightly to fit over B1  
                                                                                ά¢έ ǘǊƛƳ ƻƴ ǇǊŜǾŀƛƭƛƴƎ ǿƛƴŘ ŘƻƻǊ ǇŀƴŜƭ  

       
16. Fold down ends of hat trim to cap door,      17. Fasten hat trim to top of C on back side &     18. Install exterior handle with rubber gasket against 
 Do not screw tabs on ends.  Notch around       through every other rib ƻƴ ŦŀŎŜΦ  LŦ ǘǊƛƳ ƛǎ            ǎǘŜŜƭ ŀƴŘ ǇƭŀǎǘƛŎ ŦƛƭƭŜǊ ǇƭŀǘŜΤ ŦŀǎǘŜƴ ǿƛǘƘ оύ мн Ȅ мΦрέ  
Trolleys                                                                      spliced IT MUST BE CAULKED AT SPLICE               screws.  Make sure handle is centered and square. 
                                                                                                                                                                         Handle can be inserted 4 directions, make sure the  
                                                                                                                                                                       άƴŜǳǘǊŀƭέ Ǉƻǎƛǘƛƻƴ ƛǎ ŘƻǿƴΣ ōŜǘǿŜŜƴ ǊƻŘ ǳǇ ŀƴŘ Řƻǿƴ 

          
19.  Track board.  Ideal if 2x6 through opening      20.  Install track board trim, covers underside of    21. Install Ultra Glide Track.  Face-mount or top 
& 2x4 beyond, door will work with whatever but    track.  This is not crucial but these are premium    mount is relativity the same; face mount uses  
critical dimension ƛǎ м ѹέ over framing plane           doors going on premium buildings. Exposed           2 locking pins vs top mount has 1.  Face mount  
where sheathing is fastened (over header)             wood is not premium                                                   ƛǎ мέ ǎƘƻǊǘŜǊ ŎƭŜŀǊŀƴŎŜ ƻƴ ŘƻƻǊ ƭŜŀŦ ƘŜƛƎƘǘ  
 

        
21 a. Fasten track with lag bolts through pre-         22. Install track cover; lock over weather guard &     Cut end of track so you can fold down to give  
Drilled IƻƭŜǎ ǿƛǘƘ рκмсέ Ȅ оέ ƭŀƎ ōƻƭǘǎ                      nail into header.  Very crucial to caulk all laps and     it a better finished look. Do not fold down 
                                                                                         Corners                                                                                until doors are installed 
 
 
 


